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Specifications
PRODUCT

Al l  product  speci f icat ions and colourat ions are subject  to  nominal  manufactur ing to lerances.  Mater ia ls  supply and/or  manufactur ing process may be 
changed without  not ice.  A l l  Godfrey Hirst  F loors Hybr id P lank products must  be insta l led in accordance with re levant  Austra l ian Standards and in 
conjunct ion with the Godfrey Hirst  F loors Hybr id P lank Insta l lat ion Instruct ions.

*These warrant ies are in addi t ion to any r ights consumers may have under Austra l ian consumer laws.  Terms and condi t ions apply -  for  fu l l  informat ion 
in respect  to  the scope of  the warrant ies p lease contact  your Godfrey Hirst  Account  Manager or  our  Head Off ice.

Test  resul ts  and cert i f icates are avai lable on request .

Performance

Classification 23, 34, 42 ISO 10874

Type 1 ISO 10582

Dimensional Stability ≤ 0.03% ISO 23999

Thermal Resistance 0.058 m2.K/W EN 12667

Thermal Conductivity 0.173 W/(m.K) EN 12667

Abrasion Rating Group T EN 660-2

Residual Indentation ≤ 0.03mm EN 425

Swelling After 
Submersion in Water

≤ 0% ISO 24336

Castor Chair
No visible damage after 
25000 revolutions

EN 425/ISO 4918

Impact Sound Reduction
Ln,W 53
IIC 56

ISO 10140-3
ASTM E492-09

Light Fastness ≥ 6 EN ISO 105-B02

Chemical Resistance
Class 0, excellent 
Class 0, excellent

ISO 26987
ASTM F925

Fire Classification Available on Request EN13501-1

Slip Resistance Available on Request AS/NZ 4586 - 2013

Residential Warranty Lifetime*

Commercial Warranty 15 Years*

EN 14041:2004

PHTHALATE
FREE

E1

AURORA - Hybrid Product Details

Technical Data Technical Data

Type Hybrid Finish Matte

Plank Thickness 5.5mm Surface Woodgrain - Embossing

Wear Layer 0.55mm Top Layer Decorative Film & Wear Layer

Dimensions 1513mm (L) x 223mm (W)
Substrate Layer Trigon® Core Technology

(Limestone Composite)Planks per Box 7

M² per Box 2.362m² Backing Layer 1.5mm EVA

M² per Pallet 120.462m² Profile Micro Bevel

Colours 12 Protective Coating UV Coating

Installation Method              Drop Lock

Sustainability

VOC Rating DIBT Certified, REACH Compliant & CETEC 
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