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PRODUCT

Create a room with a view with the picturesque Vista laminate 

f looring range, avai lable in a contemporary colour palette that 

wil l compliment your home. Vista features an embossed surface, 

micro beveled edges and matte f inish to repl icate the natural 

beauty of t imber in a low maintenance laminate board.
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P roduc t  images on t h i s  f l ye r  shou ld on l y  be used as a gu ide o r  po in t  o r  re fe rence.  A c tua l  samples shou ld be inspec ted a t  your nea res t  re t a i le r  t o  con f i rm tex ture and co lour  be fo re mak ing a purchase dec is ion .  
I t  i s  a l so no ted co lour  appearance can va r y depend ing upon the t ype o f  l i gh t  under which a sample i s  v iewed and l igh t  sources where t he f l oo r ing i s  ins t a l led .
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V I S TA  L A M I N A T E  F L O O R I N G 

VISTA - Laminate Product Details

Technical Data

Type Laminate

Plank Thickness 8mm

Dimensions 1216mm (L) x 197mm (W)

Planks per Box 9 boards

M² per Box 2.156m²

M² per Pallet 140.14m²

Colours 8

Finish Matte

Surface Embossed

Profile Micro Bevel

Substrate Layer 860kg/m³ High Density Fibreboard

Backing Layer Balancing Layer

Installation Method 2G Fold Down 

Sustainability

VOC Rating CETEC Compliant for VOC Emission Rate Limits

Performance

Abrasion Rating AC 3 EN 13329

Classification 23, 31 ISO 10874

Light Fastness ≥ Level 4 Grey Scale EN ISO 105-B02, A02

Static Indentation ≤0.05mm EN433 / ISO 24343-1

Thickness Swelling ≤18% EN 13329

Reaction to Fire
CRF 4.8kW/m2 (over underlay)
Smoke Value 49%.min

AS/ISO 9239

Warranty
20 Year Residential Warranty* 
2 Year Commercial Warranty†

All product specifications and colourations are subject to nominal manufacturing tolerances. Materials supply and/or manufacturing process may be changed 
without notice. All Godfrey Hirst Floors Laminate products must be installed in accordance with relevant Australian Standards and in conjunction with the Godfrey 
Hirst Floors Laminate Installation Instructions.

*These residential warranties are in addition to any rights consumers may have under Australian consumer laws. Conditions apply: For full information in respect 
to the scope and limitations of these warranties, this must be read in conjunction with the Godfrey Hirst Laminate Floors Care, Maintenance and Warranties guide 
(which also includes full information as to the installation, care and characteristics of Godfrey Hirst laminate products) available from your retailer, by calling 1300 
444 778, or by download from www.godfreyhirst.com.
†Terms and conditions apply to all commercial warranties – contact your Godfrey Hirst Floors commercial account manager.

Test results and certificates are available on request.
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